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TX, 100, 200, AND 
PRO SERIES

Canopy Installation Manual

IMPORTANT

Read this manual thoroughly before beginning 
installation, and review all warnings and precautions in 
both this manual and the tractor operator’s manuals. 
Ensure all safety procedures are followed, and do not 
allow anyone to install or operate the tractor without 
doing so. 

This guide covers installation of Thunderbird 
Industries canopy models TX, 100, 200, and PRO 
Series on open station tractors.

When installing the canopy, position it so the TracTop 
sticker on the outside faces the rear of the tractor.

RECOGNIZE SAFETY 
INFORMATION

This is a safety-alert symbol. When you see 
this symbol on your machine or in this manual, 

be alert to the potential for personal injury.
Follow recommended precautions and safe 

operating procedures.

WARNING
This product can expose you to chemicals which are known to the State of California to 
cause cancer, birth defects, or other reproductive harm.

For more information, go to www.P65Warnings.ca.gov

PARK MACHINE SAFELY & PREPARE 
MACHINE FOR SERVICE

Before beginning work on the machine, follow these 
steps:

• Lower all equipment to the ground.
• Turn off the engine and remove the key.
• Disconnect the battery ground strap.
• Place a “DO NOT OPERATE” tag inside the cab.

HOW TO GET HELP

	 Call us at 855-398-6540 (8 AM - 4 PM)

	 Email us at support@thunderbirdaz.com

Contact your local dealer where you 
purchased this product.



2 TX, 100, 200, AND PRO SERIES INSTALLATION

By Thunderbird Industries

Tools NEEDED
9/16” wrench and/or socket

3/4” wrench and/or socket Drill
(cordless recommended)

3/8” Drill bit Level

INCLUDES
Fiberglass Canopy
Mounting Kit:
(2) Square Tubes
(2) Steel Plates

(1) Hardware Box

Two Person Assembly
Recommended

PARTS ITEM NO. DESCRIPTION QTY CANOPY HARDWARE

F UB22, UB32, UB42 or 
UB42

U-Bolts (Sizes vary
32 = 3” x 2”, etc..) 4

G FN1312 ½ - 13 Flange Nuts 8

H CB238 ⅜” x 2 Carriage Bolt 4

I FW1109 #109 x 1” Fender Washer 4

J ISO Rubber Isolation Pad 4

K NW10 Rubber Backed Washer
(#10 Neoprene Washer) 4

L NLN1638 ⅜” - 16 Nylon Insert Lock 
Nuts 4

M RFAMB Reflector - Amber 2

N RFRED Reflector - Red 2

PARTS ITEM NO. DESCRIPTION QTY MOUNTING KIT HARDWARE

A TB40 or TB48 Square Tubes 2

B Sizes May Very Steel Plates 2

C HB38 3/8” Hex Bolt 4

D FN1638 3/8” x 16 Flange Nut 4

E PW Plain Washer 4
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CANOPY ASSEMBLY

1. Attach Steel Plates to Square Tubes
Position the steel plate so it lines up with the pre-drilled holes on the 
square tube. Insert a hex bolt with a plain washer through the aligned holes 
on both the tube and the plate. On the opposite side, thread on a flange 
nut and hand-tighten to hold the components in place. Once aligned, fully 
tighten to secure the plate to the tube.

Repeat this process for the second plate and tube assembly.

2. Level the Brackets
The bracket assembly must be mounted level (see Figure 1). Once level, 
securely tighten the (8) ½” flange nuts (B).
		
•	 Ensure the tubes are even with the top of the roll bar.
•	 Check for side-to-side alignment at both the front and rear.
•	 Ensure the tubes are parallel to the tractor frame.

3. Center the Canopy
Place the sunshade onto the mounting brackets. Proper placement should 
be as follows:
		
•	 Orientation: Ensure the TracTop sticker on the outside of the canopy is 

facing the rear of the tractor.
•	 Fore-Aft positioning: The inside rear of the canopy should be 

positioned within 2–3” of the end of the mounting tubes.	
•	 Left-Right positioning: The canopy should rest evenly on the flat 

mounting pads integrated into the canopy design, with equal distance 
from each mounting tube.

4. Add Isolation Pads
Place the rubber isolation pads on top of the canopy support tubes, 
ensuring they align with the mounting holes in the tubes (see Figure 2).

5. Drill and Mount Tighten Brackets
Starting at either rear corner, use the 3/8” hole in the mounting bracket as 
a guide and drill from the bottom of the canopy upward.
		
•	 Insert and assemble the canopy mounting hardware.
•	 Repeat this process for the remaining three corners.

Before drilling, visually inspect all four mounting points to ensure 
the canopy is properly centered and aligned with the mounting 
pads. (See Figure 3)

6. Tighten Mounting Hardware
Tighten the canopy mounting hardware. The mounts are designed to allow 
the canopy to “float” in the rubber. Tighten until you see a slight “bulge” in 
the ½” rubber isolator pad (G). (See Figure 4)

DO NOT OVER-TIGHTEN!

7. Tighten Brackets
Tighten the mounting bracket assembly securely, and you’re done! (See 
Figure 5)
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