
LED WORK LIGHT KIT – CANOPY 
MOUNTED, 20W SINGLE ROW
Installation Manual

WARNING
This product can expose you to chemicals which are known to 
the State of California to cause cancer, birth defects, or other 
reproductive harm.
For more information, go to www.P65Warnings.ca.gov

This manual serves as a guide to help you install the LED Work 
Light Kit – Canopy Mounted, 20W Single Row on your vehicle 
efficiently. There are often multiple ways to achieve the same 
outcome, and each installer may have their own preferred 
methods.

If you encounter any issues or have questions during 
the installation, please contact Thunderbird Industries 
(manufacturer) at 855-395-6540.

NOTES
Wire Harness Diagram:
For illustration only
Wire Harness Lengths and 
Gauge:
Not to scale
Wire Harness Components:
Not to scale

WARNING
•	 Only connect to 12 Volts DC
•	 Usage Restrictions:

1.	 Only Use 1-2 LED Lights
2.	 Voltage: For 12V Vehicles only
3.	 Total combined wattage cannot exceed 360 watts.

INCLUDES
(2) 20W Single Row LED Lights – Compact yet powerful, 
delivering bright, efficient illumination.
(2) Heavy-Duty Steel Mounting Brackets – Designed for easy 
installation using your existing canopy hardware.
(1) 15’ Wiring Harness – Provides the reach and reliability needed 
for quick, clean setup.

Safety Warnings
•	 Disconnect Power Before Installation: Always disconnect the vehicle’s battery before beginning installation to prevent electrical 

shock or short circuits.
•	 Wear Protective Gear: Use safety glasses and gloves during installation to protect against injury.
•	 Avoid Moving Parts: Ensure wiring is routed away from belts, fans, and other moving components.
•	 Prevent Wire Damage: Do not pinch, stretch, or route wires over sharp edges. Use protective loom if necessary.
•	 Check Connections: Verify all electrical connections are secure before reconnecting the battery. Loose connections may cause system 

failure or damage.
•	 Inspect Before Use: After installation, inspect all components to ensure they are properly secured and functioning as intended.
•	 Follow Vehicle Guidelines: Refer to the vehicle manufacturer’s recommendations for battery connections and electrical modifications.

Installation Steps
Step 1: Install Mounting Brackets
Take the heavy-duty steel mounting 
brackets and position them at either the 
front or rear of the mounting kit tubes, 
depending on your configuration. Use the 
existing canopy hardware to securely fasten 
the brackets in place. Ensure all hardware is 
tightened properly before proceeding.

Step 2: Route Wiring Harness
Run the wiring harness along the sides of 
the mounting tubes. Use zip ties at regular 
intervals to secure the harness firmly in 
place, keeping it away from moving parts, 
heat sources, and sharp edges.

Step 3: Connect to Battery
Route the wiring harness to the vehicle’s 
battery. Connect the leads directly to the 
appropriate battery terminals, ensuring a 
secure and proper connection.
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By Thunderbird Industries

Warranty and Support:
Contact: Thunderbird Industries at 855-398-6540

Assembled by Thunderbird Industries
1050 N Fairway Drive, D107-D108,

Avondale, AZ. 85323 US
Made in China


