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GTW06 INSTALLATION GUIDE
Windshield for John Deere 2020A and 2030A ProGator

IMPORTANT

Read through this instruction manual thoroughly and familiarize yourself with your 
vehicle before installing thewindshield. Read all warnings and precautions carefully 

and follow safety procedures.

This instruction demonstrates procedures for installing a Thunderbird Industries 
windshield on John Deere 2020A and 2030A ProGator

FOLLOW SAFETY 
INSTRUCTIONS

Carefully read all safety messages in this manual and in 
the Gator’s operators manuals for any instructions and
safety messages.

Do not let anyone install or use without proper 
installation.

HOW TO GET HELP

	 Call us at 855-398-6540 (8 AM - 4 PM)

	 Email us at support@thunderbirdaz.com

	 Contact your local dealer where you purchased
	 this product.

WARNING
This product can expose you to chemicals which are known to the State of California 
to cause cancer, birth defects, or other reproductive harm.

For more information, go to www.P65Warnings.ca.gov

RECOGNIZE SAFETY INFORMATION
This is a safety-alert symbol. Whenever you see this symbol on your machine 
or in this manual, it signals the potential for personal injury. Always follow the 
recommended precautions and adhere to safe operating procedures.
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GTW06: WINDSHIELD FOR JOHN DEERE 2020A 
AND 2030A PROGATORS

WINDSHIELD ASSEMBLY

INSTALLATION INFORMATION
This product requires drilling holes in your vehicle. Please familiarize yourself with all the 
steps before beginning assembly.

CONTENTS

•	Poly Windshield/Windshield Frame (1)
•	Upper Mounting Tabs (2)
•	Rubber Back Washers (4)
•	1/4-20 Nylocks (2)
•	1/4-20 x 1-3/4 Bolts (2)
•	M6 x 35 Socket Head Cap Screws (2)
•	1/4” Shaft Collar (2)

IMPORTANT!

Be sure to read through the entire 
manual carefully before beginning 

installation.

Read all warnings and precautions 
carefully and follow safety procedures

1. Upper Mounting Tab Installation on 
Windshield Frame

•	Use (2) 1/4-20 x 1-3/4” bolts, (4) rubber-backed washers, 
and (2) Nylock nuts to secure the upper mounting tabs.

•	Align the smaller slot in each mounting tab with the pre-
drilled hole at the top of the windshield frame.

•	From the underside of the frame, install the bolt through 
the rubber-backed washer, frame, and mounting tab.

•	Install the second rubber-backed washer and Nylock nut 
on top of the mounting tab.

•	Repeat for the opposite side. Leave hardware loose until 
final alignment is complete.

2. Attach Upper Windshield Mounting Tab 
to Canopy Mounting Kit

•	Align the larger slot in the mounting tab with the canopy 
mounting kit.

•	Use the existing hardware from the canopy mounting kit 
to secure the tab.

•	Insert the bolt with washer through the mounting tab, 
rubber isolation pad, and canopy.

•	Install the rubber-backed washer and Nylock nut from the 
canopy mounting kit.

•	Hand-tighten and leave hardware loose for final 
alignment.

3. Windshield Hood Mount Installation

•	Align the two welded mounting tabs on the bottom of the 
windshield with the existing hood mounting points.

•	Use the existing hardware from the ProGator hood to 
secure the windshield in place.

•	Tighten hardware after final alignment is complete.

4. Final Installation Steps

•	Verify the windshield and canopy are properly aligned.
•	Tighten all mounting hardware securely.
•	Remove the protective film from the canopy.
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OEM Canopy Compatibility

1: Windshield Hood Mount Installation

•	Align the two welded mounting tabs on the 
bottom of the windshield with the existing 
hood mounting points.

•	Use the existing hardware from the 
ProGator hood to secure the windshield in 
place.

•	Tighten hardware after final alignment is 
complete.

2: Position and align the windshield with 
the OEM canopy.

•	Using the windshield frame as a guide, mark 
and drill the mounting holes in the upper 
corners of the canopy frame

3: Windshield-to-Canopy Attachment

•	Use (2) 1/4-20 x 1-3/4” bolts, (4) rubber-
backed washers, and (2) Nylock nuts to 
secure the windshield to the canopy.

4: Final Installation Steps

•	Tighten all mounting hardware and brackets 
securely.

•	Remove the protective film from the 
windshield and canopy.

This windshield is designed as an aftermarket accessory for use with the OEM canopy kit. 
This product is not an original equipment (OE) product and requires MODIFICATION to the 
OEM canopy for installation.


