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GTW07 INSTALLATION GUIDE
Windshield for John Deere T-Series Gator

IMPORTANT

Read through this instruction manual thoroughly and familiarize yourself with your 
vehicle before installing thewindshield. Read all warnings and precautions carefully 

and follow safety procedures.

This instruction demonstrates procedures for installing a Thunderbird Industries 
windshield on John Deere Traditional Series Gators.

FOLLOW SAFETY 
INSTRUCTIONS

Carefully read all safety messages in this manual and in 
the Gator’s operators manuals for any instructions and
safety messages.

Do not let anyone install or use without proper 
installation.

HOW TO GET HELP

	 Call us at 855-398-6540 (8 AM - 4 PM)

	 Email us at support@thunderbirdaz.com

	 Contact your local dealer where you purchased
	 this product.

WARNING
This product can expose you to chemicals which are known to the State of California 
to cause cancer, birth defects, or other reproductive harm.

For more information, go to www.P65Warnings.ca.gov

RECOGNIZE SAFETY INFORMATION
This is a safety-alert symbol. Whenever you see this symbol on your machine 
or in this manual, it signals the potential for personal injury. Always follow the 
recommended precautions and adhere to safe operating procedures.



2 GTW07 WINDSHIELD INSTALLATION

By Thunderbird Industries

GTW07: WINDSHIELD FOR
JOHN DEERE T-SERIES GATOR

WINDSHIELD ASSEMBLY

INSTALLATION INFORMATION
This product requires drilling holes in your vehicle. Please familiarize yourself 
with all the steps before beginning assembly.

CONTENTS

•	 Windshield
•	 Bulb gasket
•	 Lower mounting tabs
•	 Upper mounting straps
•	 M6x25 flange bolts (14)
•	 M6 locking flange nuts (14)

IMPORTANT!

Be sure to read through the entire 
manual carefully before beginning 

installation.

Read all warnings and precautions 
carefully and follow safety procedures

1. Remove Protective Film
Peel plastic 4” back on the bottom and top of the 
windshield. Remove completely after windshield is fully 
installed.

2. Attach Gasket
Center and attach bulb gasket (2) on bottom edge.

3. Mounting Tab Installation on Windshield
Place one of the mounting tabs on the backside of the
windshield. The mounting tabs have as light bend in them
and are left and right specific. Orient them as shown in
figs. 1 and 2, then attach using 6 of the bolts and nuts.

4. Upper Mounting Strap Attachment
Using two bolts and nuts, attach the upper mounting
straps to each side of the top windshield flange as shown.

5. Attach Windshield to Roof
Use existing front bolts on the canopy mount and attach
to roof.


