
 

HARDWARE KIT COMPONENTS
 

Carefully read this installation manual thoroughly and familiarize
yourself with the tractor ROPS and all the steps before starting
installation of the canopy.

Lock-Out / Tag-Out Instructions:
• Lower all equipment to the ground. • Stop engine & remove key.
• Hang “DO NOTOPERATE”tagonsteeringwheel.

Pay special attention to all “Note” in this manual and any safety
messages in the tractor operators manuals. Do not install or use
without proper safety equipment, tools and instruction. Follow all
recommended precautions and safe operating procedures.

Safety gear recommended:
1. Hard hat
3. Gloves 

2. Steel toe shoes
4. Safety glasses

 
- Hand Ratchet Tool
- Magnetic Level 

Top Mount canopy
Installation Instructions &

Operator's Manual
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Tools needed:

“Use of Impact tools will void any warranty”



2(A). Remove boltFrom the Canopy box, remove the Top and
bo ttom ROPS bracket (6&7) and attach the 1/8" rubber strips(16)

1(B). Apply foam to Cross brackets in the same direction as bend
as shown in pic.

1(C). Install the Cross brackets to the Canopy as showin using 4 M8
carriage bolts (8) & nylock nuts (14). 

Before you install the L brackets to the Cross brackets, please note
the following points: There are 4 holes in the L brackets to allow for
various ROPS angles but you will only use 2 holes to attach the L
brackets to Cross brackets using 4 M8 carriage bolts(8) and
nuts(14). 
• For Upright & slightly backward leaning ROPS, align and
attach the L brackets to the Cross brackets using the 2nd and
4th (from the front of the L brackets) square hole
 • For Front leaning canopies, align and attach the L brackets
to the Cross brackets using the 1st and 3rd (from the front of the L
brackets) square hole
Now go ahead and fully tighten all the 8 bolts/nuts.

1(A). Install the longer(25mm) M10-1.5 hex bolts (12) and
washer(13) from the opposite side of the weld nut and do not
tighten it completely, leave gap of 1/4" as show in pic. for the
installation use
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 fully threaded 3" long

Note : (xx) refers to the part Sl. No. in the “Hardware Kit
Components” table on front page

Align the rear holes in the L-brackets to the rear curved
slot in the top ROPS locking bracket and secure the
Canopy assembly to the L brackets snug tight using the
M10 hex bolt(12) and nylock nuts(15) and washers(13).
Use the Level to align canopy horizontally and tighten
all the bolts/nuts. Be sure to add a nylock nut to the
welded nut to help prevent it from backing out due to
vibration. Please check again to ensure all the bolts and
nuts are fully tightened.

Use the carriage bolts (9&10) along with nuts and
washers(13) to attach the top and bottom ROPS
brackets as shown. Note that the 3” long fully threaded
carriage bolt is horizontal vs. the 2” partially threaded
carriage bolt is vertical. Ensure the brackets assembly is
in the center of the ROPS.
*The ROPS Brackets are designed for all combinations
of ROPS between 2"x2" to 4"x 2-1/2"including the most
popular 3"x2" on Kubota and John Deere Tractors*

Lift the Canopy Assembly using the provided slots and
place it over the ROPS brackets already installed in the
earlier step. We recommend 2 people lifting the
Canopy and placing over the L-brackets.
Note: The M10 25 mm bolts you installed to the L
brackets in the 1st step of installation should catch the
front slot. Please be careful as the Canopy will lean
forward as the bolts slide into the front slot location.
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“Use of Impact tools will void any warranty”
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